k SUBMERSIBLE PUMPSETS - 100 MM (4"
livovorex {Emmmm (Approximate Performance Data at 2830 RPM 380 - 415 Volts Three Sl 50Kz, A.C.Supply) SIFEcwo

PUMPSETS PUMPSETS
TST SERIES (RADIAL FLOW & HIGH HEAD) [Maximum Outer Diameter : 96 mm |
PUMP OUTLET LP3 1] 0.2 0.3 0.4 0.5 o6 0.7 0.8 0.9 1.0 1.2 1.4 1.6 1.8 2.0 22 2.4 25 3.0 a5 4.0
KW HF STAGE | SIZE IN
MRODEL INCH LFM [] 12 18 24| 3o a6 42 48 54 | &0 72 B4 96 | 108 | 120 132| 144 | 450 | 180| 210 240
TET250 | a.70 5.0 50 1.25 T 262 250 | 235 210 | 195 | 170 | 135
TST 4/36 | 370 5.0 36 1.5 ‘;' 195 175 | 165|155 | 142 |130 | 110 70
TET 4/42 3.70 5.0 42 1.5 A 235 220 | 210 | 200 180 | 162 140 | 110
L
TSET 5/0 | 470 5.0 an 1.5 " 173 162 |152 |142 | 135|126 | 120|108 | so| 75| &0
TST /18 | 3.00 a0 18 20 E 105 100 | o8 | 95 | ez | g2 78| 68| 55
A
TET T/20 3.00 4.0 20 2.0 o 112 110 108 | 104 100 | 90 B2 70 58
TET 7/22 a.70 5.0 22 2.0 :. 120 118 115 | 1100 | 104 | 05 86 74 a1
TST /25 a.70 5.0 25 2.0 M 140 138 135 | 128 | 118 | 110 100| B8 5
TST 7/30 4.50 6.0 30 2.0 : 175 173 170 | 164 | 159 | 155 142) 130 )| 100
TST 10/16] 3.00 4.0 16 2.0 R a6 80 | 78 | 76 73| 68| 63| 60 | 50 | 34 | 18
TST 1wm| 370 5.0 20 2.0 : 110 108 | q06 | 102 | 94| 78| 65| 60 | 47 | 37 | 20
. SUBMERSIBLE PUMPSETS - 100 MM (4") -|_||_TECHO
™
=|"|_Mgug1-5x Ergmnt (Approximate Performance Data at 2880 RPM 380 - 415 Volts Three Phase 50Hz, A.C.Supply) PUMPSETS
PUMPSETS
TST SERIES (MIXED FLOW) , _
| Maximum Outer Diameter : 96 mm |
OUTLET
PUMP - we | smage | e LPS ] 01 15 | 20 25 | 30| 35| 40 | 45| 50
MODEL INCH | LPM ] 60 a0 | 120 | 150 | 160 | 210 | 240 | 270 | 300
TST 18/06| 150 20 06 2.0 E 3 k3| 28 | 24 21 18 15
T
TST 18/08| 220 3o 0 2.0 A a0 35 a | 27 2 | A 18
L
TST 1808 | 220 30 0g 2.0 *E* 50 | 45 40 a5 | 32 2w | 2
A
TST 18412 370 5.0 12 2.0 o 62 59 1] 52 | 48 42 36 28
|
ST 18M4| 370 50 14 20 : 70 | 67 | 64| 60|56 | 52 | a8 | 1
E
TST 12/15| 300| 40 15 2.0 ;1 B4 81 68 60 51 | 36 21
E
TST 1218 370 50 18 2.0 E m a7 i 72 61 | 43 25




ﬂ T SUBMERSIBLE PUMPSETS - 100 MM (4") ﬁllﬁ

PUMBSETS Tom t"' (Approximate Performance Data at 2880 RPM 200-240 Volts Single Phase S0Hz, A.C.Supply) PUMPSETS
TLS SERIES (RADIAL FLOW & HIGH HEAD ) [ Meimum Outer Diameter - 96 ]

PUMP W I — glllzTELE LPE | g | o2 | 03| 04|05 [o06 | 07|08 | o9 | 10| 12| 14| 16 | 16 | 20 | 22| 24 |25
MODEL WCH | LPM | g 12 18 | 24 | 30 | 36 42 | 48 54 | 60 | 72 | B4 | 96 | 108 | 120 | 132 | 144 |150

TLS 1410 0.a7 0.5 10 1.25 54 50 45 40 32 25 14

TLS 115 | 055 | 0.75 | 15 1.25 T B0 | 76 | 72 60 | 46 a | 18

TLS 148 0.75 1.0 18 1.25 0 92 B5 B0 68 55 36 20

TLS 1/25 | 110 | 15 | 28 1.25 T | 130 | 118 | 410 | 90 | 70 | 46 | 22

TLS 1/30 1.50 2.0 30 1.25 A 160 140 122 102 an 55 22

TLS 208 | 0.37 | 05 | 08 1.25 . 45 40 a0 | as 0| 25 | 20

TLS 210 0.55 0.75 10 1.25 H 55 50 48 45 40 a5 25

TLS 212 | 055 | 075 | 12 1.25 E 65 62 60 | 65 | 48 | an | 35

TLS 215 0.75 1.0 15 1.25 A &0 TG 70 65 G0 50 40

TLS 2716 | 110 | 15 | 16 1.25 0 85 80 7 | 10 B5 | 55 | 44

TLS 218 110 15 18 1.25 95 a0 B85 78 73 65 L]

TLS 220 | 110 | 15 | 20 1.25 ; 105 1 | 94 | 87 B2 | 75 | 64

TLE 2/24 1.50 2.0 24 1.25 125 120 115 110 an 80 %]

TLS 225 | 150 | 20 | 25 126 | ™ | 128 123 | 118 | 114 | 83 | @83 | 70

TLS 228 | 150 | 20 | 28 125 E 147 135 | 128 | 120 | 100 | 86 | 74

TLS 230 | 150 | 20 | 30 1.25 T | 180 150 | 140 | 130 | 118 | 100 | 84

TLE 2H/OT| 037 0.5 o7 1.25 : 52 50 48 45 40 35 25

TLS 2HA0| 055 | 0.75 | 10 1.25 3 78 76 70 | 65 | 60 | 50 40

TLS 2HA2| 0.75 1.0 12 1.25 92 82 7 67 58 50 as

TLS 2HA4| 0.75 1.0 14 1.25 96 o0 B T8 T3 65 55 27

TLS 2HMT| 110 | 15 | 17 1.26 125 123 | 118 | 114 | 93 | 63 0

TLS ZHZ0| 160 | 20 | 20 1.26 154 160 | 140 | 130 | 116 | 100 | B4

TLS2H/26 | 160 | 20 | 25 1.26 160 148 | 132 | 116 | 108 | &0 64 | 46




—_ SUBMERSIBLE PUMPSETS - 100 MM (4") Feerno
ﬁ MONOTEX {Approximate Performance Data at 2880 RPM 200-240 Volts Single Phase 50Hz, A.C.Supply) ﬁ TECMO

™
PUMPSETS ---OUIPL TLS SERIES (RADIAL FLOW & HIGH HEAD) (el i atr S o)
PLMP sw | we | smee | Swem| S | 0 |02 |08 | 0afos | 06|07 |os|oe | 10| 12| 14] 16|18 |20 222425 30|35 a0
MODEL INCH | Lpm 0 12 | 18 24 | 30 36 | 42 48 | 54 B0 [ T2 84 | 96 (108 | 120 | 132 | 144 | 150 | 180 | 210 | 240
TLS 2H/28 | 1.50 20 28 1.26 T 198 178 | 170 | 158 | 134 |112 | 90 | G4
TLS 2H/30 | 22 30 30 1.25 0 212 192 | 184 | 172 | 148 |126 | 1D4 | 78
TLS 4/06 0.37 0.5 B 1.5 T 35 N 28 | 26 25 21 16
TLS 4/08 0.55 075 | 08 1.5 A 48 44 | 40 38 | 35 a2 26 | 22
TLS 4/10 0.75 1.0 10 1.5 L 58 52 | 48 46 | 43 39 34 kL]
TLS 412 1.10 1.5 12 1.5 64 60 | 54 52 | 50 48 44 | 38
TLS 415 1.10 1.5 16 1.5 H 82 79 | 75 70 | 65 60 &7 | 53
TLS 4/16 1.10 15 16 1.5 £ a7 B4 | BD T4 | 6B B3 60 56
TLS 418 1.50 20 18 1.5 g 94 90 | B4 TE | T3 L] 62 | B0
TLS 420 1.50 20 20 1.5 ° 105 85 | 490 85 | 79 70 64 | 62
TLS 4H/08 | 0.55 0.75 08 1.5 | 60 b | B 48 | 45 40 36
TLS 4HAD| 0.75 1.0 0 1.5 H 75 67 | B3 60 | 57 49 45
TLS 4HM4 | 110 1.5 14 1.5 105 95 | 90 84 | 79 68 LE
TLS 4HM8| 1.5 20 18 1.5 M 136 121|114 | 108 | 101 | 88 &1
TLS 5/D8 0.75 1.0 na 1.5 E 48 a4 | 42 a1 39 36 an 25| 20 | 17
TLS 5720 2.20 3.0 20 1.5 T 128 113 | 111 | 110 | 106 | 100 | 92 TE| T2 | 60 | 46
TLS 7/06 0.75 1.0 L3 2.0 R i 34 2| | a0 27| 24 | 20 | 16
TLS 7/08 110 15 LIE] 2.0 E a7 44 42 | 38 | 36 34 32 | 30 | 24
TLS 7/09 1.50 20 0 20 5 55 50 48 | 46 | 43 40| 36 | 34 | 26
TLS 7110 1.50 20 10 2.0 62 56 54 | 52 | 48 46| 42 | 40 | 30
TLS 1012 | 2.2 a0 12 2.0 76 G 1 58 | 65 51| 48 | 45 | 40 38 | 36 | 33 | 26
TLE 1015 22 3.0 15 2.0 93 78 T4 7 | BT 63| 59 ( 55 51 48 44 40 33
Hole :
—F  The performance data is only indicative and measured ai rated voltage. The actual discharge depends on yield of Bore well, Height of water column and submergence of the pump,
—f= The pipe friction loszes are not calculated.
—  In view of continuous developments the informations,/descriptions/specifications are subject to change withowt notice.
Conversions : 1 Metre = 3.28 Feet 1 Inch = 25.4 mm 1 Imperial gallon = 4.546 litres




' SUBMERSIBLE PUMPSETS - 100 MM (4") ||_
= Wovorex %mﬁ' (Approximate Performance Data at 2880 RPM 200-240 Volts Single Phase 50Hz, A.C.Supply) ,,=|l =Ll
PUMPSETS TLS SERIES (RADIAL FLOW & HIGH HEAD) e

PUMP ow | owe | smee | Sowewm| YPS | 0 fo2 |03 | o0afos | 06|07 |08 os| 10|12 14] 16|18 |20 |22|24|25 30|35 |a0
MODEL meH | ey [ 0 |12 [ 18 | 24 [30 | 36 |42 |48 |54 | 60 | 72 | 84 | 96 [108 [120 | 132 | 144 | 150 [ 180 [ 210 | 240
TLE 2H/28 1.50 2.0 28 1.25 T 108 178 | 170 | 158 | 134 | 112 90 | 64
TLS 2H/30 | 2.2 3.0 30 1.25 1] 212 192 (184 | 172 | 148 | 126 | 104 | TB
TLS 4/06 0.37 0.5 & 15 T 35 N |29 26 | 26 25 Fal 16
TLS 4/08 0.55 0.75 0B 15 A 48 a4 | a0 38 35 a2 26 22
TLS 4110 0.75 1.0 10 1.5 L 58 52 | 48 46 | 43 | 39 34 | 30
TLS 4112 1.10 1.5 12 15 64 60 | 54 52 | 50 | 48 44 | 38
TLE 415 110 1.5 15 1.5 H B2 T |75 70 | B5 G0 ar 53
TLS 4/16 1.10 1.5 16 1.5 £ 87 84 | 80 74 | 6B | B3 | B0 | 56
TLS 418 1.50 2.0 18 1.5 " a4 90 | B4 7 | 73 | 66 | 62 | 60
TLS 420 1.50 2.0 20 15 o 105 a5 | o0 a5 9 70 64 62
TLS 4H/D8 | 0.55 0.75 | 0B 1.5 | 60 54 | 5 48 | 45 | 40 36
TLS 4HM0D | 0.75 1.0 10 15 H 75 67 | 63 60 | 57 | 49 45
TLS 4HA4 ] 110 1.5 14 15 105 o5 | 90 B4 9 (i1} 63
TLS 4HM8 | 1.5 2.0 18 1.5 M 1345 121 | 114 | 108 | 101 | B8 | &1
TLS 5/08 0.75 1.0 0B 1.5 E 48 44 | 42 [ M 39 | 36 | a0 25| 20 | 17
TLE 5720 2.20 3.0 20 15 T 128 113 | 111 | 110 | 106 | 100 | 92 TB| 72 | GO 46
TLS 7/06 0.75 1.0 06 2.0 R ar 34 32 | 31| 30 27 24 | 20 | 16
TLS 7/08 1.10 1.5 08 2.0 E 47 44 42 | 38 | 36 4] 32 | 30 | 24
TLE 7/08 1.50 2.0 1] 20 s 55 50 4B 46 | 43 an | 36 | 34 26
TLS 7110 1.50 2.0 10 2.0 62 56 54 | 52 | 48 46| 42 | 40 | 30
TLS 1012 | 2.2 3.0 12 2.0 76 i 61 58 | 55 51 46 | 45 | 40 38 | 36 | 33 | 26
TLS 1015 2.2 3.0 15 2.0 83 T8 T T | 67 B3| 59 | 55 3 48 44 40 33
MNole :
+  The performance data is only indicative and measured at rated voltage. The actual discharge depends on yield of Bore well, Height of water column and submergence of the pump.
—f= The pipe iriction losses are nol calculated.
—=  In view of continuous developments the informatiens/descriptions/specifications are subject o change withoul notice.
Conversions : 1 Metre = 3.28 Feel 1 Inch = 25.4 mm 1 Imperial gallon = 4,546 lilres




qm ¢ I : ™ SUBMERSIBLE PUMPSETS - 100 MM (4") =I| m

PUMPSETS (Approximate Performance Data at 2880 RPM 200-240 Volts Single Phase 50Hz, A.C.Supply) PUMPSETS
TLS SERIES (MIXED FLOW)

[ Maximum Quter Diameter : 96 mm |

OUTLET
PUMP - we | smee | smem LS ] 1.0 1.5 | 20 2.5 a0 35 | 40 45 | 50
MODEL CH | LM 60 90 | 120 | 1500 | 180 | 210 | 240 | 270 | 300

TLS 18/06| 1.50 20 06 20 a6 33 Ed 28 24 2 18 15

TLS 18/08| 2.20 a0 11 20 45 40 35 30 27 24 Fal 18

SPREMI R
MMEAME -

TLS 18/09| 2.20 a0 09 0 al 44 40 35 32 il 24 4l

q’_m} Erom —~ SUBMERSIBLE PUMPSETS - 100 MM (4") =|"|TECHO

PUMPSETS RL (Approximate Performance Data at 2880 RPM 380 - 415 Volts Three Phase 50Hz, A.C.Supply) PUMPSETS
TLT SERIES (RADIAL FLOW & HIGH HEAD) [ Maximum Ovter Diameter - 96 mm

PUMP - w | smee gluz'rELIEJ LFs | g 0.2 |03 |04 |05 |06 |07 |08 |08 |10 [12 |14 [16 [18 |20 | 22 |24 |25
MODEL cH | LPM | D 12 18 | 24 | 30 | 36 a2 | 48 54 |60 | 72 | B4 | 96 | 108 |120 | 132 | 144 | 150
Tr 2710 | 035 | 1.0 10 1.25 ; 55 50 | 48 | 45 | 40 | 35 | 25
T 242 | 035 | 1.0 12 1.25 I 65 62 | B0 | 55 | 48 | 40 | 35
LT 2/15 0.75 1.0 15 1.25 L 80 76 70 [ &0 50 | 40
TT 2746 | 140 | 1.5 16 1.25 E 85 g0 | 75 | 70 | 65 | 65 | 44
T 248 | 110 | 1.5 18 1.25 0 95 o0 | 85 | 78 | 73 | 65 | &5
1
T 220 | 110 | 1.5 20 1.25 " 105 w1 | 94 | 67 | B2 | 75 | 64
TT 224 | 150 | 2.0 24 1.25 'E 125 120 | 15| 110 | %0 | 80 | &8
T 25 | 150 | 20 25 1.25 E 128 123 | 18| 14| @3 | a3 | 70




" SUBMERSIBLE PUMPSETS - 100 MM (4"
S P (4") SFecwo

(Approximate Performance Data at 2880 RPM 380 - 415 Volis Three Phase 50Hz, A.C.Supply) PUMPSETS
PUMPSETS TLT SERIES (RADIAL FLOW & HIGH HEAD) [Maximum Outer Diameter - 96 mm |

PUMP - e STAGE glllzTEl-lEHT ] 0 02 | 0.3 | 04 |05 |06 0.7 |08 0.9 10| 1.2 | 14 1.6 1.8 20 |22 | 24 |25
MODEL INEGH LPM 0 12 18 24 an 36 42 43 54 B0 72 B4 95 108 | 120 [132 | 144 |[150

TLT 2/30 1.50 20 an 1.25 160 150 | 140 130 | 448 | 100 | 84

TLT 2HAD | 0.75 1.0 10 1.25 T8 76 70 65 | GO0 50 a0

TLT 2HA2 | 075 1.0 12 1,25 T 92 82 77 67 | 59 50 a8

TLT 2H/14 | 0.75 1.0 14 1.25 0 96 a0 B85 78 73 65 | 55 |27

TLT 2HAT | 0.75 1.0 17 1.25 : 125 123 | 118 | 114 | o3 83 70

TLT 2H/20 | 1.10 15 20 1.25 L 154 150 140 | 130 | 148 00 a4

TLT 2H/25 15 20 25 1.25 180 148 | 132 | 116 | 108 | &0 64 46

TLT 2H/28 | 1.50 20 28 1.25 :I 198 178 | 170 | 158 | 134 | 112 | 90 64

TLT 2H/30 | 2.20 3.0 an 1.25 A 22 192 | 184 | 172 | 148 | 126 | 104 78

TLT 2H/50 | 3.70 5.0 50 1.25 o 335 | 300 | 285 | 270 | 237 | 202 | 158 | 120

TLT 4H/40 | 370 5.0 40 1.5 270 | 250 240 225 | 210 | 195 177 160 140 118

TLT 4/06 055 | 075 [ 1.5 5 k) 29 28 26 25 | 2 16 B

TLT 4/08 0.75 1.0 0g 1.5 r: a8 44 40 38 a5 32| 26 22

TLT 4/10 0.75 1.0 il] 1.5 58 52 48 46 43 3m | 34 30

T 4M2 | 110 | 15 | 12 1.5 " 64 B0 | 54 | 52 |50 | 48| 44 | 38

TLT 4/15 1.10 15 15 1.5 : 82 70 75 70 65 60 | &7 53

TLT 4/16 1.10 15 16 1.5 R a7 g4 80 T4 Ga 63 | 60 56

TLT 4/18 1.50 20 18 15 E 94 an a4 T8 73 66 | 62 60

TLT 5/08 0.75 1.0 ] 1.5 5 a8 a4 42 M kL] 36 30 25 20 |17

TLT 5/20 2.2 3.0 20 1.5 128 113 1 110 | 106 | 100 92 T8 72 GO | 46

TLT TH/25 4.5 6.0 25 20 188 160 | 152 | 137 | 128 | 112 | 97 |78 | GO

TLT 10,12 2.2 3.0 12 2.0 76 66 | &1 58 55 51 a5 |45 | 40 | 38

TLT 1015 2.2 3.0 15 2.0 93 748 74 LA 67 63 54 55 51 48




I

SUBMERSIBLE PUMPSETS - 100 MM (4")

SlFecmo

I e Tom tTI (Approximate Performance Data at 2880 RPM 380 - 415 Volts Three Phase 50Hz, A.C.Supply) PUMPSETS
TLT SERIES (RADIAL FLOW & HIGH HEAD) | Maximum Outer Diameter : 96 mm |
FUMP W WP STAGE g';'zTEth;' LPS 02 |03 | 04|05 | 06|07 |08 |09 |40 (12| 14| 16|18 |20 | 22 |24 |25 |30 (35 | 40
MODEL INCH | LPM 12 (18 | 24 |30 | 36 |42 | 48 | 54 | 60 | 72 | 84 | 96 | 108 | 120 | 132 | 144 |150 |180 |210 | 240
TLT 4/20 | 150 | 2.0 20 1.5 s 108 95 |90 |85 | 79 | 70| B4 | G2
TLT 4/25 2.20 3.0 25 1.5 J:'L 130 125 | 120 (115 | 105 | 95 | 70 | 6@
TLT 706 | 075 | 1.0 06 2.0 " a7 3| 32| 3 |30 |27 | 24| 20| 16
TLT 7/08 1.10 1.5 08 2.0 E 47 44 | 42 38 | 40 | 36 34| 30| 24
TLT 7/09 | 150 | 20 09 2.0 ! 55 50 | 48 | 46 | 43 | 40 | 36| 34| 2%
TLT 7410 1.50 2.0 10 2.0 " 62 56 | 54 52 | 48 | 46 42| 40 [ a0
TLT 742 | 220 | a0 12 20 E T4 60 | 64 | 60 | 56 | 52 | 46| 40| 38
TLT 715 2.20 3.0 15 2.0 g a0 86 | 82 78 | T4 | 6B 98 | 583 [ 48

s Pom

w (Approximate Performance Data at 2880 RPM 380 - 415 Volts Three Phase 50Hz, A.C.Supply)

SUBMERSIBLE PUMPSETS - 100 MM (4")

FEcMo

PUMPSETS

Conversions !

—=  The pipe friction losses are not calculated.

1 Metre = 3.28 Fest

—  In view of continuous developments the informations/descriplions/specifications are subject o change without notice.

1 Inch = 25.4 mm 1 Imperial gallon = 4.546 litres

L
PUMPSETS TLT SERIES (MIXED FLOW) : .
[ Maximum Outer Diameter : 96 mm |

PUMP oW Hp STAGE g'g;ﬁ{ LPS 1.0 1.5 | 2.0 2.5 3D | 35| 40 45 | 5.0

MODEL INCH | LPM i) o0 | 120 | 150 | 180 210 | 240 | 270 | 300

TLT18/06 | 1.50 2.0 06 2.0 !} " 36 a3 kY| 2 | 24 21 18 15

TLT 1808 | 2.20 3.0 08 2.0 t E 45 a0 as | a3 | 27 24 21 18

H
TLT1g/m09 | 220 3.0 09 2.0 E E 50 45 a0 | as | az 28 24 p3|
Note ;

—&  The performance data is only indicative and meazured al raled vollage, The actual discharge depends on yield of Bore well, Height of waler column and submergence of Ihe pumg,




